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MICRO SWITCH
EJF SERIES

m FEATURES

® 1-piece spring mechanism design offering durable acute operation
and nice touch feeling

® Heavy/Light operation force specifications

@ High flux-tight structure

® High solder reliability

m APPLICATIONS

® Communication equipment ® Office automation appliances
® Security systems ® General industrial machines

m SPECIFICATIONS

® Ratings 125VAC 3A; 125VAC 1A; 125VAC 0.1A
® Circuit arrangement Single pole Double throw (1c), shap action
® Pitch between terminals 5.08mm

1.ELECTRICAL PERFORMANCE

® [nsulation resistance 100M<Q Min. at 500vDC
® Dielectric strength 1000VAC Min. for 60sec
® [nitial contact resistance 100m<Q Max.

2.MECHANICAL PERFORMANCE

® Operating Force (OF)
Release Force (RF)
Pre-travel (PT) see attached drawing
Operating Position (OP)
Free Position (FP)

® Vibration Resistance(Without lever) |10 to 55 Hz amplitude of 1.5mm

1.2Kg(1 minute) in the direction of the axis of solder

® Terminal strength

terminals
3.ENVIRONMENTAL
® Operating temperature |-25 ~+65 (85%RH Max. without dew condensation)
® Storage temperature -25 ~+65 (85%RH Max. without dew condensation)
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4. DURABILITY

® Mechanical life

1,000,000 cycles Operations

® Electrical life

30,000 cycles Operations

m PART NUMBERING SYSTEM

EJF 1 11

1 0 XX
XX: Special product number
Package form:

0: tray
1: bag

Terminal form:
1: straight type
2: self-standing type

Actuator type: Actuators
1: Pin Plunger 1 | Pin Plunger .
2: Straight Lever
3: Roller Lever _ -
4: Simulated Roller Lever 2 |Straight Lever| ¢
5: Bend Lever 9
3 | Roller Lever ~
Contact Rating form: e N
1: 1A/125VAC 4 | Simulated ~
2: 3A/125VAC Roller Lever = -
3:0.1A/125VAC P
5 | Bend Lever e
o

Operation Force:
1: 75gf (0.74N) Max.
2: 150gf (1.47N) Max.

Series name:
EJF:

J type micro switch, ultra miniature
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m DIMENSIONS

T
>
o 5.8+0.15
5.2:0.2 2
ol
1.2 o 2.9
i & - 11
[=}
I =i
‘0
j=3
&
0 2 IR
© _ .
5 N H g g
0 I3 =
= © i
5 \
) Wp.2| u y2 f
C terminal NO termipal C [terminal ‘ ‘ 0.4
3-1:0.1 ! 1.03£0.09
6.5+0.1
5.08+0.15 5.08+0.15
12.8+0.15

EJF-11110 DIMENSIONS P-C.B Lo
P/N.: EJF1111000 Unit:mm(inch) @7@7
| 5.08:0.1 | 5.08:0.1
T T ..
— CIRCUIT DIAGRAM y
M |
*ﬁﬁ CONSTRUCTION
L ‘ . Button
‘ i coM N0 NC Leaf spring Contact
5.2:0.2 g 2.0
1.2 Cover
;\1‘ : — — OW f ~| ase
Yogs N E 7
e ! ! ;‘1 Terminal C Terminal B Terminal A
e e | a2 ;
) ' g ! 1. | Operating Force (OF) 75gf (0.74N) Max.
C teyminal | NO termipal | | NC tesl'il:g_ll 0.4 2. | Release Force (RF) 10gf (0.098N) Min.
6.5:0.1 5.850.15 3. | Pretravel (PT) 0.5mm Max.
5.(;810.15 5.08+0.15 4 | Movement Differential (MD) | 0.12mm Max.
12.8:0.15 5. | Operating Position (OP) 5.5+0.3mm
EJF-11120 DIMENSIONS P-C.B LAYOUT
- - Jan Jany b
P/N.: EJF1112000  Unit:mm(inch) N N% 5
| 5.08:0.1 | 5.08:0.1 | %,
| CIRCUIT DIAGRAM ‘ ‘ ‘ NI
‘ I
T ’*’ £oF= CONSTRUCTION
coM NO  NC Button

Leaf spring Contact

Cover l:‘
OL=10 o
u u u Base
Terminal C Terminal B Terminal A

1. | Operating Force (OF) 75gf (0.74N) Max.
2. | Release Force (RF) 10gf (0.098N) Min.
3. | Pretravel (PT) 0.5mm Max.
4. | Movenment Differential (MD)| 0.12mm Max.
5. | Operating Position (OP) | 5.5+0.3mm

For the latest product information

Please visit our website at www.ece.com.tw




£GE

An IS0 9000 & 14001 Company

EJF-11210 DIMENSIONS P.C.8 LAYOUT

P/N.: EJF1121000 Unit:mm(inch) CIRCUIT DIAGRAM ‘{b“”gﬂd>47’

| 5.08:0.1 | 5.08:0.1 |
T T 1

N N0 NC CONSTRUCTION

Straight Lever

retravel

Leaf spring

"

[
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T
OL=10 N .

6.5

Operating Position _‘ Pi
T

TR Terminal C Terminal B Terminal A
o @p.2 ‘ @2
) ) Operating Force (OF) | 50gf (0.49N) Max.
C terminal NO termipal C |terminal 0.4 -
3-1:0.1 Release Force (RF) 10gf (0.1N) Min.
6.5¢0.1 5.840.15 Pretravel (PT) 2.1mm Max.

5.08+0.15 5.08+0.15 Movement Differential (MD) | 0.5mm Max.

gals|w|N| -

12.8+0.15 Operating Position (OP) 8.3%0.12mm

EJF-11410 DIMENSIONS P.C.8 LAYOUT

P/N.: EJF1141000 Unit:mm(inch) CIRCUIT DIAGRAM 4@77@77
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i
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©
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M 1. | Operating Force (OF) | 50gf (0.49N) Max.
C terminal NO termipal C [terminal 0.4 -
3-1:0.1 ;HA— 2. | Release Force (RF) 10gf (0.1IN) Min.
6.50.1 5.8:0.15 3. | Pretravel (PT) 2.1mm Max.
5.08:0.15 5.08:0.15 4. | Movement Differential (MD) | 0.5mm Max.
12.8+0.15 5. | Operating Position (OP) 9.2+0.12mm

For the latest product information
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EJF-11510 DIMENSIONS PR

P/N.: EJF1151010  Unit:mm(inch) CIRGUIT DIAGRAI —h—-—b—- X
5.08:0.1 5.08:0.1 ‘P\(o{e

CONSTRUCTION

L-Bean Lever Contact

Leaf spring

Pretravel

Operating Position

Terminal C Terminal B Terminal A

3.6

.| Operating Force (OF) 50gf (0.5N) Max.
.| Release Force (RF) 10gf (0.1N) Min.
.| Pretravel (PT) 2.2mm Max.

. | Movement Differential (MD) | 0.5mm Max.

.| Operating Position (OP)|8.3+0.5mm

TR

6.530.1

o
IS
glslw|N| ek

5.08+0.15 5.08+0.15
12.85#0.15

5.8£0.15

EJF-11520 DIMENSIONS

P/N.: EJF1152000 Unit:mm(inCh) CIRCUIT DIAGRAM P.C.B LAYOUT
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o T p.2 i @2 ‘
‘ 1,8,1 H 1. | Operating Force (OF) | 50gf (4.9N) Max.
T H 0.4 2. | Release Force (RF) 10gf (0.98N) Min.
6.5¢0.1 1.0340.00 3. | Pretravel (PT) 2.1mm Max.
5.08£0.15 5.08£0.15 4. | Movement Differential (MD) | 0.5mm Max.
12.80.15 5. | Operating Position(OP)| 12.8+0.15mm

For the latest product information
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EJF-21110 DIMENSIONS P.c.8 LAYOUT

P/N.: EJF2111000  Unit:mm(inch) @ {3

| CIRCUIT DIAGRAM
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< wh.2
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Y L 1. | Operating Force (OF) 150gf (1.47N) Max.
C tefminal NO termipal C |terminal 0.4 2. | Release Force (RF) 30gf (0.29N) Min.
3-1x0.1
6.5+0.1 5.8:0.15 3. | Pretravel (PT) 0.5mm Max.
5.0840.15 5.0840.15 4. | Movement Differential (MD) 0.12mm Max.
12.8+0.15 5. | Operating Position (OP) 5.5+0.3mm

EJF-21120 DIMENSIONS p.C.8 LaYOUT

P/N.: EJF2112000  Unit:mm(inch) CIRCUIT DIAGRAM @ {9

|_ 5.08:0.1 5.0840.1
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‘ CONSTRUCTION

Button

5.8:0.15 Leaf spring (}ﬁ Contact
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Pretravel

6.5
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Operating Position
1.6%0.15
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Ti Terminal C Terminal B Terminal A

e yp.2 | w2
J H L 1. | Operating Force (OF) 150gf (1.47N) Max.|
C tepminal No ternipal c te;mlifgll ‘ ‘ 0.4 2. | Release Force (RF) 30gf (0.29N) Min.
S 1.03£0.09
6.5:0.1 3. | Pretravel (PT) 0.5mm Max.
5.08+0.15 5.08+0.15 4. | Movement Differential (MD) 0.12mm Max.
12.80.15 5. | Operating Position (OP) 5.5+0.3mm

For the latest product information
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