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Please refer to page 14 for 
ripple current frequency coefficients.
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Rated ripple current
mArms(120Hz, 85℃)

Case size:φDxL(mm)

Aluminum Electrolytic Type / Radial Lead Type RoHS compliance

Bi-polar
Standard

■ Specifications

● 85℃  2,000hours
● Solvent proof(within 5 minutes)

■ Size, Rated Ripple Current

ME-HWN    Series

Items Condition Specifications
Rated voltage (V) － 6.3

8.0

10

13

16

20

25

32

35

44

50

63

100

125

0.24 0.20 0.18 0.16 0.14 0.13 0.10

10

4

8

3

8

3

6

2

4

2

4

2

4

2

0.03CV ＋6

Within ±25% of the initial value

Less than 200% of the specified value

Less than the specified value

－

Room temperatureSurge voltage (V)

Capacitance tolerance (%)

Dissipation Factor（tan δ）

Leakage current（LC）

Impedance ratio at
Iow temperature

Endurance

Category temperature range (℃)

120Hz/20℃

tanδ（max.）120Hz/20℃

μA/after 1minute (max.), 20℃

Based on the value at
120Hz, ＋20℃

500hours×4(alternately)
85℃,rated voltage applied
(With the rated
ripple current)

△C/C

tanδ

LC

－40 to ＋85

M : ±20

Z/Z20℃－40℃

Z/Z20℃－25℃

■ Part number

(Unit : mm)

Exceeding 1,000μF, ＋0.02 every 1,000μF

■ Dimensions

φ
D ±
0.
5

φd±0.05 F±
0.
5

15min.
20min.

5min.
L＋αmax.

sleeve

α : L<20   α=1.5,  L≥20   α=2.0
A pressure relief vent is provided for φD=6.3 or bigger

φ
D ±
0.
5

φD
F
φd

5
2.0
0.5

6.3
2.5
0.5

8
3.5
0.6

10
5.0
0.6

12.5
5.0
0.6

Series symbol
Rated capacitance
Type symbol
Rated voltage

50 ME HWN10

Head Of�ce Izumo Plant

Masuda Plant SUN Electronic(Nantong)Co.,Ltd.

SUN Electronic Industries
(Europe)GmbH

Munich, Germany

San Diego Sales Of�ce

KURODA ELECTRIC
U.S.A. Inc.

Kanto Sales Of�ce

Head Office
   (Osaka)

Izumo Plant

SUN Electronic
(Nantong)Co.,Ltd.

SUNCON Electronics
Trading (Shanghai) Co.,Ltd.

Taiwan Of�ce

SUNCON Electronics
(Hong Kong)Co.,Ltd.

Masuda
Plant

Shimonoseki
Plant

SUN Electronic
Industries Corp. 
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